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Absence of traffic regulating of any kind

Great number of conflict incidents occur



There is no horizontal signalization

There is almost none horizontal
signalization on observed
intersection

There are only poorely
marked pedestrian
crossings . When it comes
to center line, arrows for
directing of flows, stop
lines and other required
horizontal signalization,
they don't exist



Poor vertical signalization

There are only signs for
marking pedestrian crossing
and prohibiting parking

Vertical signalization is, as the 
horizontal, poorely present on 
the intersection



Unregulated pedestrian flows



Vehicles parked on the sidewalk

Vehicles parked on the sidewalk
contrary to regulations endanger
both drivers and pedestrians . Drivers
are endangered because this vehicles
are already parked on the intersection
and they enter the intersection
contrary to regulations thus

endangering the safety of the drivers

Pedestrians are endangered
because this vehicles are parked
on the sidewalk, thus preventing
them to walk on those sidewalk,
and pedestrians are forced to
use roadway thus endangering
both themselves and drivers of

motor vehicles



}A great number of injured drivers

}Big material damage caused by poor 
regulation of intersection

}A great number of injured pedestrians

(data are unofficially gathered from police 
station in Veliko GradiĠte)



Building a roundabout



Building a roundabout



Fixing of horizontal and vertical signalization 
on overall intersection



Regulating of pedestrian flows

Barriers which should prevent crossing the street on places contrary to 
regulations and leave pedestrians the only choice of crossing the street on 

safe places


