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ÅErrors due to physical, perceptual, and cognitive limitations of humans are 

in more than 90% 

ÅSpeeding inconsistently with the road environment is considered to be a 

major crash contributing factor 

ÅExcessive speeds are involved in about 1/3 of fatal crashes



}Speed limits not reflective of the roadway 

conditions 
ƁMost drivers feel that they are lower than what the 

roadway can accommodate

ƁPerceptual measure may induce drivers to detect them 

earlier 

¶To select appropriate speeds as a result of their perception 

of the roadway environment as a whole

¶Perceptual techniques can be reduction the potential error
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Intersections constitute 

only a small part of the 

overall highway system

Intersections are recognized as the most 

hazardous location on roads, more than 4 

possibilities of conflict are at intersection, 

which often result in high frequency of fatal 

crashes



}The study site is a located intersection in Giugliano
in Campania, South of Italy in Province of Naples
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ÅFour leg Intersection:

ÅVia Quadrelle Ischitella

ÅSP 59 ïVia S. Maria a Cubito Åtangent with length equal to 

12 km
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3.0 m

ÅTwo-lane rural highway

ÅLane width = 3.00 m (inadequate)

ÅNo auxiliary lanes

ÅNo shoulder lanes
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ÅTraffic composition is constituted by:

ÅCar

ÅHeavy vehicles

ÅPowered two-wheelers



}Reduced sight distance:
ƁPermanent obstacles
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ÅVia Santa Maria 

a Cubito

ÅVia Quadrelle 

Ischitella
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ÅALT 2: Base intersection
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ωAlt 3: Reduced sight distance
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ωAlt 4: Optical speed bars
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ωAlt 5: Transverse rumble strips


