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Introductory remarks      

ÁGeneral characteristics of my hometown and 
high risk site

ÁReasons why is it a dangerous

ÁProposals of measures for improvement road 
safety conditions

ÁThe Road Safety Campaign
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Municipality of Sokolac, Bosniaand Herzegovina

ÁAbout 10,000 inhabitants

ÁEast of the country 

Á50 km from the capital, 
Sarajevo

ÁOn the main road M-19 
(Sarajevo ςVlasenica)

3Figure 1. Map of BiH



High risk road section description
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Figure 2. Position of roads in the area of the town  

Main road M-19 
(Sarajevo-Vlasenica)

High risk road section

built in 1986 as a 
macadam road

paved in 2005

rural road, leads to the 
villages close to Sokolac

length about 300 m
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Figure 3. Two-way traffic on single carriageway

ÁAn asphalt road width of 4.5 m, located in kerf 
ÁPassenger cars in the structure of traffic flow
ÁTraffic flows in both directions are not intensive
ÁNo accidents, but objective risk is high!
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main road

minor 
road

Figure 4. Intersection of roads

ÁSTOPsignsnot installed

ÁApproachto the mainroadisnot markedby horizontalsigns

ÁSomesmallstonesandgravelmovingon the mainroad



ÁNolongitudinalandmedianline alongsideof the road

ÁHighgrassreducesvisibility for drivers

ÁIn someplaceswavedform of the roadpavementgivespoor visibility

ÁNoroadstuds,heavytraffic conditionsespeciallyat night
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Figure 5. High vegetation beside the road and its waved form  
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Figure 6. Insufficient visibility cuased by rock Figure 7. The Opposite direction 

Inappropriate 
speed 

Insufficient 
visibility

Insufficient 
road width

Potential 
accident
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Figure 8.  Rainwater on the carriageway 
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Figure 9. Frozen water in the winter makes safety situation worse
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Figure 10. System for acceptance surface water from the carriageway

ÁNot covered, marked and as such could cause troubles if vehicles 
get off from the road  


